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D O  N OT  u s e  c r e a m
c l e a n e r s  o r  b l e a c h .
T h e s e  s u b s t a n c e s  a r e
a b r a s i v e .

R e g u l a r l y  c l e a n  w i t h
m i l d  l i q u i d  d e t e r g e n t
o r  s o a p  a n d  w a t e r.

D O  N OT  u s e  c l e a n i n g
p a d s  w i t h  a b r a s i v e
s u r f a c e s  a s  t h i s  m a y
s c r a t c h  t h e  m a t e r i a l .

I N STA L L AT I O N  G U I D E 
This product must be installed by a licensed tradesperson.
This is a general installation guide - there are many factors that are involved that can alter the installation method. This product 
install must comply with the standards in your respective country and must be adhered to by your licensed tradesperson.

Note: This product must be installed by a licensed trade
This is a general installation guide - there are many factors that are 
involved that can alter the installation method.

I N STA L L AT I O N  G U I D E

Measure the desired height that you wish 
for the flush pull to sit at and mark a fixed point.

Mark the required circumference of the flush 
p u l l  f r o m  i t s  r e a r  b ox  ( t h i s  i s  t h e  b a c k  s e c t i o n  o f  
the flush pull).

Apply the necessary amount of adhesive as 
required to the cut surface.

Use a multi tool or preferred method to 
evenly remove material to the correct depth.

Press the flush pull into the cavity. Use fixings provided to secure flush pull 
into position
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