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SPECIF ICAT IONS

RE C O MME ND E D  U S E Do m est i c

MATE RIAL S o l i d  S u r fa c e

INS TALLATIO N B en c h  M o u n t

O VE RFLO W No

C APAC ITY 1 4 . 3 L

RIM TH IC KNE S S 2 m m



D O  N OT  u s e  c r e a m
c l e a n e r s  o r  b l e a c h .
T h e s e  s u b s t a n c e s  a r e
a b r a s i v e .

R e g u l a r l y  c l e a n  w i t h
m i l d  l i q u i d  d e t e r g e n t
o r  s o a p  a n d  w a t e r.

D O  N OT  u s e  c l e a n i n g
p a d s  w i t h  a b r a s i v e
s u r f a c e s  a s  t h i s  m a y
s c r a t c h  t h e  m a t e r i a l .

I N STA L L AT I O N  G U I D E 
N o t e :  T h i s  p r o d u c t  m u s t  b e  i n s t a l l e d  b y  a  l i c e n s e d  p l u m b e r.
T h i s  i s  a  g e n e r a l  i n s t a l l a t i o n  g u i d e  -  t h e r e  a r e  m a ny  f a c t o r s 
t h a t  a r e  i nv o l v e d  t h a t  c a n  a l t e r  t h e  i n s t a l l a t i o n  m e t h o d . 
T h i s  p r o d u c t  i n s t a l l  m u s t  c o m p l y  w i t h  A S / N ZS  3 5 0 0.

1 Mark out desired location of basin and drill hole for basin 
waste with a hole saw.

Note: If cutting a stone benchtop it will need to be cut in a 
controlled environment by a licensed tradesperson as per
OH&S regulations. 

2 Install pop up waste and attach to plumbing. Test by running 
water through the waste and pushing the plug down.

3 Silicone basin to vanity benchtop as required. 


