
D AV I S  D O O R  H A N D L E

D is c la im e r :  P r o d u c t s  in  t h is  m a n u a l  m u s t  b y  la w  b e  in s t a l le d  b y  l ic e n s e d  a n d  r e g is t e r e d  t r a d e s p e o p le  in  a c c o r d a n c e  w it h  t h e  r e le v a n t  s t a n d a r d s .  A B I  a n d  t h e  m a n u f a c t u r e r /d is t r ib u t o r
r e s e r v e  t h e  r ig h t  t o  v a r y  s p e c i f ic a t io n s  o r  d e le t e  m o d e ls  f r o m  t h e i r  r a n g e  w it h o u t  p r io r  n o t i f ic a t io n .  D im e n s io n s  a r e  n o m in a l  m e a s u r e m e n t s  o n ly .  T h e  in f o r m a t io n  l i s t e d  is  c o r r e c t  a t  t h e  t im e

o f  p u b l ic a t io n ,  h o w e v e r  A B I  a n d  t h e  m a n u f a c t u r e r /d is t r ib u t o r  t a k e s  n o  r e s p o n s ib i l i t y  f o r  p r in t in g  e r r o r s .  C o p y r ig h t  © A B I  I n t e r io r s  2 0 2 2  P t y  L t d

SPECIF ICAT IONS

RE C O MME ND E D  U S E Do m est i c

MATE RIAL 3 0 4  S t a i n l ess S t eel

MO U NTING H ARD WARE  INC LU D E D Yes,  8  x  M o u n t i n g  S c r ews

MO U NTS  FRO M Fr o n t



D O  N OT  u s e  c r e a m
c l e a n e r s  o r  b l e a c h .
T h e s e  s u b s t a n c e s  a r e
a b r a s i v e .

R e g u l a r l y  c l e a n  w i t h
m i l d  l i q u i d  d e t e r g e n t
o r  s o a p  a n d  w a t e r.

D O  N OT  u s e  c l e a n i n g
p a d s  w i t h  a b r a s i v e
s u r f a c e s  a s  t h i s  m a y
s c r a t c h  t h e  m a t e r i a l .

D O O R  C U T T I N G  G U I D E 

S E T B AC K  6 0  o r  70 M M  

drill 
18mm hole

check in
57mm high 
x 25mm wide

drill 
7 mm hole
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drill a 23mm hole 
92mm deep

This product must be installed by a licensed tradesperson.
This is a general installation guide - there are many factors that are involved that can alter the installation method. This product 
install must comply with the standards in your respective country and must be adhered to by your licensed tradesperson.



D O  N OT  u s e  c r e a m
c l e a n e r s  o r  b l e a c h .
T h e s e  s u b s t a n c e s  a r e
a b r a s i v e .

R e g u l a r l y  c l e a n  w i t h
m i l d  l i q u i d  d e t e r g e n t
o r  s o a p  a n d  w a t e r.

D O  N OT  u s e  c l e a n i n g
p a d s  w i t h  a b r a s i v e
s u r f a c e s  a s  t h i s  m a y
s c r a t c h  t h e  m a t e r i a l .

I N STA L L AT I O N  G U I D E 

1 1. Drill prescribed holes into door as per door cutting guide. 

2. Install the latch into prescribed hole. 

2 Insert latch bolt into hole. 

3 Use connection screws to install spring mechanism.

1.

2.

4 On both sides of door, fix remaining screws through handles
into door panel. Mount cover plate to handles. 

Note: This product must be installed by a licensed tradesperson.
This is a general installation guide - there are many factors that are
involved that can alter the installation method.

I N STA L L AT I O N  G U I D E
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1x Latch

1x Strike plate insert

2x Cover Plates

2x Handles

2x Screw caps

8x Screws 

2x  Connection screws

1x Latch bolt

1x Strike plate cover

This product must be installed by a licensed tradesperson.
This is a general installation guide - there are many factors that are involved that can alter the installation method. This product 
install must comply with the standards in your respective country and must be adhered to by your licensed tradesperson.

2. Install the latch into prescribed hole. 

3 Use connection screws to install spring mechanism.

1.



1
Use cutting guide to mark out striker plate position in relation
to door latch. 

 

 

4 Insert plastic latch recess and screw
striker plate into jamb.

2 Chisel out a hole 20mm deep, 
34mm high x 20mm wide.

3 1. Check in 70mm high x 29mm wide rectangle with
35mm lip as pictured above.

2. Predrill perscribed holes.
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JA
M

B
 E

D
G

E

JA
M

B
 E

D
G

E

54mm

1.

2.

8mm

8mm
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17.5mm

35mm

Direction door opens.

70mm

29mm

I N STA L L AT I O N  G U I D E  -  D U S T  B O X / S T R I K E  P L A T E  
This product must be installed by a licensed tradesperson.
This is a general installation guide - there are many factors that are involved that can alter the installation method. This product 
install must comply with the standards in your respective country and must be adhered to by your licensed tradesperson.

D O  N OT  u s e  c r e a m
c l e a n e r s  o r  b l e a c h .
T h e s e  s u b s t a n c e s  a r e
a b r a s i v e .

R e g u l a r l y  c l e a n  w i t h
m i l d  l i q u i d  d e t e r g e n t
o r  s o a p  a n d  w a t e r.

D O  N OT  u s e  c l e a n i n g
p a d s  w i t h  a b r a s i v e
s u r f a c e s  a s  t h i s  m a y
s c r a t c h  t h e  m a t e r i a l .



D O  N OT  u s e  c r e a m
c l e a n e r s  o r  b l e a c h .
T h e s e  s u b s t a n c e s  a r e
a b r a s i v e .

R e g u l a r l y  c l e a n  w i t h
m i l d  l i q u i d  d e t e r g e n t
o r  s o a p  a n d  w a t e r.

D O  N OT  u s e  c l e a n i n g
p a d s  w i t h  a b r a s i v e
s u r f a c e s  a s  t h i s  m a y
s c r a t c h  t h e  m a t e r i a l .

I N STA L L AT I O N  G U I D E  -  D U M M Y  H A N D L E

1 2

D u m my  d o o r  i n s t a l l  

Fix screws through handles into door panel. 
Mount cover plate to handles. 

Mark out desired location of dummy handle.

Note: It is recommended to use 4 screws for additional security.  
Additional screws are not included with handle. 

Note: If screwing into a hollow core door, screw into solid section to ensure secure installation.

2. Install the latch into prescribed hole. 

Use connection screws to install spring mechanism.

2.

4 On both sides of door, fix remaining screws through handles
into door panel. Mount cover plate to handles. 
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1x Latch

1x Strike plate insert

2x Cover Plates

2x Handles

2x Screw caps

8x Screws 

2x  Connection screws

1x Latch bolt

1x Strike plate cover

This product must be installed by a licensed tradesperson.
This is a general installation guide - there are many factors that are involved that can alter the installation method. This product 
install must comply with the standards in your respective country and must be adhered to by your licensed tradesperson.


