
E LY S I A N  S H O W E R  B O T T O M  D I V E R T E R

D is c la im e r :  P r o d u c t s  in  t h is  m a n u a l  m u s t  b y  la w  b e  in s t a l le d  b y  l ic e n s e d  a n d  r e g is t e r e d  t r a d e s p e o p le  in  a c c o r d a n c e  w it h  t h e  r e le v a n t  s t a n d a r d s .  A B I  a n d  t h e  m a n u f a c t u r e r /d is t r ib u t o r
r e s e r v e  t h e  r ig h t  t o  v a r y  s p e c i f ic a t io n s  o r  d e le t e  m o d e ls  f r o m  t h e i r  r a n g e  w it h o u t  p r io r  n o t i f ic a t io n .  D im e n s io n s  a r e  n o m in a l  m e a s u r e m e n t s  o n ly .  T h e  in f o r m a t io n  l i s t e d  is  c o r r e c t  a t  t h e  t im e

o f  p u b l ic a t io n ,  h o w e v e r  A B I  a n d  t h e  m a n u f a c t u r e r /d is t r ib u t o r  t a k e s  n o  r e s p o n s ib i l i t y  f o r  p r in t in g  e r r o r s .  C o p y r ig h t  © A B I  I n t e r io r s  2 0 2 2  P t y  L t d

S P E C I F I C AT I O N S

RE C O MME ND E D  U S E Do m est i c

MATE RIAL S o l i d  B r a ss

TE MP E RATU RE  RATING

M a x i m u m  c o n t i n u o u s wo r k i n g  t em p er a t u r e 7 5 ° C

I f t h e wa t er  t em p er a t u r e ex c eed s 7 5 ° C, a n  a p p r o v ed  t em p er i n g

v a l v e m u st  b e f i t t ed

P RE S S U RE  RATING

Rec o m m en d ed  m i n i m u m  wo r k i n g  p r essu r e 1 5 0 k P a

Rec o m m en d ed  m a x i m u m  wo r k i n g  p r essu r e 5 0 0 k P a

H o t  a n d  c o l d  wa t er  i n l et  p r essu r e sh o u l d  b e eq u a l

S U ITAB LE  H OT WATE R U NITS

S t o r a g e t a n k :  Yes

Co n t i n u o u s Fl o w:  Yes

G r a v i t y  Feed :  No t  su i t a b l e

AS/NZS 37 1 8 : 20 0 5

W M- 0 228 52



Regularly clean with mild 
liquid detergent or soap 
and water

DO NOT use cream 
cleaners or bleach. 
These substances are
abrasive

DO NOT use cleaning 
pads with abrasive 
surfaces as this may 
scratch the material
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Hole Size Cutouts

Screw Diverter Body into wall structure 
with provided screws.
 
Connect hot and cold to left and right 
outlets respectively.
 
Connect main and aux outlets to Rain 
Shower and Hand Shower. Or alternative
shower outlets. Test with pressure.
 
Once finish wall is installed use silicone to 
ensure all entry points around mixer are 
sealed to prevent water entry.
 
Install Long or Short Mixer Sleeve 
depending on wall finish line.
 
Apply back plates, and install handles by 
tightening grub screws.
 
 
 
 

EXPLODED VIEW
1.  Diverter Body
2. Mixer Cartridge
3. Locking Nut
4. Mixer Sleeve Long
5. Dome
6. Mixer Back Plate
7. Mixer Handle
8. Screws
9. Diverter Cartridge
10. Diverter Sleeve
11. Diverter Back Plate
12. Diverter Button
13. Diverter Stick
14. Grub Screw
15. Grub Screw Cap
16.Mixer Sleeve Short
17. Allen Key
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INSTALLATION GUIDE 
This product must be installed by a licensed plumber.
This is a general installation guide - there are many factors that are involved that can 
alter the installation method. This product install must comply with the standards in 
your respective country and must be adhered to by your licensed tradesperson.


