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‘Note: Dimensions are nominal measurements only
SPECIFICATIONS
RECOMMENDED USE Domestic
MATERIAL Solid Brass
MOUNTING HARDWARE INCLUDED Yes, 2x masonry screw, 2 x wall plug

Disclaimer: Products in this manual must by law be installed by licensed and registered tradespeople in accordance with the relevant standards. ABl and the manufacturer/distributor
reserve the right to vary specifications or delete models from their range without prior notification. Dimensions are nominal measurements only. The information listed is correct at the time

of publication, however ABl and the manufacturer/distributor takes no responsibility for printing errors

Copyright © ABIl Interiors 2022 Pty Ltd



INSTALLATION GUIDE

Note: This product must be installed by a licensed plumber.
This is a general installation guide - there are many factors
that are involved that can alter the installation method.

This product install must comply with AS/NZS 3500.

Mounting

Plug Bracket

Screw

rail on the wall. ‘

Measure & mark desired position of the

Drill holes with masonry drill bit
& fit the plugs using a rubber mallet.

Remove all mountings with the ‘

supplied allen key. |

Screw the mountings into the plugs.

Measure

Fit shower rail onto the mountings to |
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wall using the allen key. \
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- 2 x Grub Screws [ Ix Allen Key

/O(? Re.gul.arl)./ clean with DO NOT use cream
/ mild liquid detergent cleaners or bleach.
/ or soap and water. These substances are
— abrasive.
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,— Grub Screw

You have the option to
have the handle to sit
either on the right or left
side. Rotate and install

to suit your preference.
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I— Grub Screw

DO NOT use cleaning

pads with abrasive

surfaces as this may
scratch the material.




