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S P E C I F I C AT I O N S

RE C O MME ND E D  U S E Do m est i c

MATE RIAL S o l i d  B r a ss

TE MP E RATU RE  RATING

M a x i m u m  c o n t i n u o u s wo r k i n g  t em p er a t u r e 7 5 ° C

I f t h e wa t er  t em p er a t u r e ex c eed s 7 5 ° C, a n  a p p r o v ed  t em p er i n g

v a l v e m u st  b e f i t t ed

P RE S S U RE  RATING

Rec o m m en d ed  m i n i m u m  wo r k i n g  p r essu r e 1 5 0 k P a

Rec o m m en d ed  m a x i m u m  wo r k i n g  p r essu r e 5 0 0 k P a

H o t  a n d  c o l d  wa t er  i n l et  p r essu r e sh o u l d  b e eq u a l

S U ITAB LE  H OT WATE R U NITS

S t o r a g e t a n k :  Yes

Co n t i n u o u s Fl o w:  Yes

G r a v i t y  Feed :  No t  su i t a b l e

AS/NZS 37 1 8 : 20 0 5

W M- 0 228 52



D O  N OT  u s e  c r e a m
c l e a n e r s  o r  b l e a c h
T h e s e  s u b s t a n c e s  a r e
a b r a s i v e

R e g u l a r l y  c l e a n  w i t h
m i l d  l i q u i d  d e t e r g e n t
o r  s o a p  a n d  w a t e r

D O  N OT  u s e  c l e a n i n g
p a d s  w i t h  a b r a s i v e
s u r f a c e s  a s  t h i s  m a y
s c r a t c h  t h e  m a t e r i a l

I N STA L L AT I O N  G U I D E 
N o t e :  T h i s  p r o d u c t  m u s t  b e  i n s t a l l e d  b y  a  l i c e n s e d  p l u m b e r.
T h i s  i s  a  g e n e r a l  i n s t a l l a t i o n  g u i d e  -  t h e r e  a r e  m a ny  f a c t o r s
t h a t  a r e  i nv o l v e d  t h a t  c a n  a l t e r  t h e  i n s t a l l a t i o n  m e t h o d .
T h i s  p r o d u c t  i n s t a l l  m u s t  c o m p l y  w i t h  A S / N ZS  3 5 0 0.
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finished wall
(2)

Cover plate (5)
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Step 1
Using fixing points in mixer body (1)
fasten into place allowing for finished wall
(2).

Step 2
Connect Hot & cold, Aux outlet (4) & main outlet
(3) Test with pressure.

The Main outlet (3) will be the default outlet when
water is first turned on (For example if water is to
come out of the rain shower head by default the
line of this fixture should be connected to main
outlet)

Step 3
When installing wall sheeting ensure hole
cutout size does not exceed the cover
plate (5) coverage area - Ensure all entry
points around mixer body are sealed to
prevent water entry.

Step 4
When installing wall sheeting ensure hole
cutout size does not exceed the cover
plate (5) coverage area.

Step 5
Once wall sheeting is completed slide
cover plate hard back to wall, fit handle (6)
and tighten grommet screw on underside
of handle using supplied hex key.

Lusso / Magnus Diverter - Installation
Manual
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E X P LO D E D  V I E W
I t e m  D e s c r i p t i o n  C o d e
1 - 2  B o d y
3  O - R i n g
4  B o d y  B a c k  P l a t e
5  C a r t r i d g e
6  L o c k i n g  N u t
7  B o d y  S l e e v e
8  D o m e
9  H a n d l e
1 0 - 1 2  B u t t o n  C o m p o n e n t s
1 3  B u t t o n  B a c k  P l a t e
1 4 - 1 6  B u t t o n
1 7  A l l e n  Ke y
1 8  Pr o t e c t i v e  C a s e
2 1  F i x i n g  S c r e w s

E LYS I A N  S H OW E R  D I V E RT E R

S P EC I F I C AT I O N S

R EC O M M E N D E D  U S E

C O LO U R  AVA I L I B I L I T Y

P R E S S U R E  R AT I N G

T E M P E R AT U R E  R AT I N G

Disclaimer:  Products in this  specif ication manual must by regulation be instal led by l icensed and registered trade people.  The manufacturer/distr ibutor reser ves the r ight to var y specif ications or delete 
models from their  range without prior notif ication. Dimensions are nominal  measurements only.  Dimensions and set-outs l isted are correct at  t ime of  publication however the manufacturer/distr ibutor 

takes no responsibi l ity  for  printing errors.  All  ABI Products are designed in Austral ia.  Copyright ABI Interiors 2019. WWW.ABIINTERIORS.COM.AU

S U I TA B L E  H OT  WAT E R  U N I T S

STA N DA R D S

WA R R A N T Y

W E L S  S t a r  R a t i n g ( 5  S t a r )  –  N o m i n a l  F l o w  R a t e ( 5 . 5  L / M ) 
R e g i s t r a t i o n  N o . ( T 3 2 3 5 6 )

S t r u c t u r e :  2 5  y e a r s    |    F i n i s h :  5  y e a r s   |    C a r t r i d g e :  1 0  y e a r s

D o m e s t i c

4

3

2

1

Connect hot & cold, aux outlet (4) 
& main outlet (3), test with pressure. 
The main outlet (3) will be the default 
outlet when water is first turned on 
(For example if water is to come out 
of the rain shower head by default 
the line of this fixture should be 
connected to main outlet)

R e c o m m e n d e d  m i n i m u m  w o r k i n g  p r e s s u r e  1 5 0 k Pa
R e c o m m e n d e d  m a x i m u m  w o r k i n g  p r e s s u r e  5 0 0 k Pa
H o t  a n d  c o l d  w a t e r  i n l e t  p r e s s u r e  s h o u l d  b e  e q u a l

S t o r a g e  t a n k :  Ye s
C o n t i n u o u s  F l o w :  Ye s
G r a v i t y  Fe e d :  N o t  s u i t a b l e

M a x i m u m  c o n t i n u o u s  w o r k i n g  t e m p e r a t u r e  7 5 ° C
I f  t h e  w a t e r  t e m p e r a t u r e  e xc e e d s  7 5 ° C ,  a n  a p p r o v e d  t e m p e r i n g 
v a l v e  m u s t  b e  f i t t e d

A S / N ZS  3 7 1 8 : 2 0 0 5
W M - 0 2 2 8 5 2

Using fixing points in mixer body (1). 
Fasten into place allowing for finished 
wall (2).

When installing wall sheeting ensure 
hole cutout size does not exceed the 
coverplate (5) coverage area - Ensure 
all entry points around mixer body are 
sealed to prevent water entry

Once wall sheeting is completed, 
slide the cover plate hard back to 
wall, fit handle (6) and tighten grom-
met screw on handle using supplied 
hex key.

D O  N OT  u s e  c r e a m 
c l e a n e r s  o r  b l e a c h . 
T h e s e  s u b s t a n c e s  a r e 
a b r a s i v e

D O  N OT  u s e  c l e a n i n g 
p a d s  w i t h  a b r a s i v e 
s u r f a c e s  a s  t h i s  m a y 
s c r a t c h  t h e  m a t e r i a l

R e g u l a r l y  c l e a n  w i t h 
m i l d  l i q u i d  d e t e r g e n t 
o r  s o a p  a n d  w a t e r
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E LYS I A N

STEP ONE
Using fixing points in mixer body (1). Fasten into place 
allowing for finished wall (2).

STEP TWO
Connect hot & cold, aux outlet (4) & main outlet (3) Test with 
pressure. The main outlet (3) will be the default outlet when 
water is first turned on (For example if water is to come out of 
the rain shower head by default the line of this fixture should 
be connected to main outlet)

INSTALLATION MANUAL

ELYSIAN SHOWER DIVERTER

STEP THREE
When installing wall sheeting ensure hole cutout size does 
not exceed the coverplate (5) coverage area - Ensure all entry 
points around mixer body are sealed to prevent water entry.

STEP FOUR
Once wall sheeting is completed, slide cover plate hard 
back to wall, fit handle and tighten by either turning the 
spindle, if handle is still loose after tightening remove spindle 
and unwind in bedded thread, retry again until firm grip is 
achieved.

Using fixing points in mixer body (1)
fasten into place allowing for finished wall

Connect Hot & cold, Aux outlet (4) & main outlet
(3) Test with pressure.

The Main outlet (3) will be the default outlet when
water is first turned on (For example if water is to
come out of the rain shower head by default the
line of this fixture should be connected to main

When installing wall sheeting ensure hole
cutout size does not exceed the cover
plate (5) coverage area - Ensure all entry
points around mixer body are sealed to

When installing wall sheeting ensure hole
cutout size does not exceed the cover
plate (5) coverage area.

Once wall sheeting is completed slide
cover plate hard back to wall, fit handle
and tighten by either turning the spindle, if
handle is still loose after tightening
remove spindle and unwind in bedded
thread, retry again until firm grip is
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MAIN OUTLET (3)

LINE OF FINISHED 
WALL (2)

COVER PLATE (5)

MIXER BODY (1)

AUX OUTLET (4)

COVER PLATE (5)

HANDLE (6)

E X P LO D E D  V I E W
I t e m  D e s c r i p t i o n  C o d e
1 -  2  B o d y
3  O - R i n g
4  B o d y  B a c k  P l a t e
5  C a r t r i d g e
6  L o c k i n g  N u t
7  B o d y  S l e e v e
8  D o m e
9  H a n d l e
1 0  G r u b  S c r e w
1 1  G r u b  S c r e w  C o v e r
1 2  D i v e r t e r  P u l l  M e c h a n i s m
1 3  B u t t o n
1 4  F i x i n g  S c r e w s
1 5  Pr o t e c t i v e  C a s e
1 6  A l l e n  Ke y


