
M I L A N I  A S S E M B LY  TA P S  &  S P O U T  S E T

D is c la im e r :  P r o d u c t s  in  t h is  m a n u a l  m u s t  b y  la w  b e  in s t a l le d  b y  l ic e n s e d  a n d  r e g is t e r e d  t r a d e s p e o p le  in  a c c o r d a n c e  w it h  t h e  r e le v a n t  s t a n d a r d s .  A B I  a n d  t h e  m a n u f a c t u r e r /d is t r ib u t o r
r e s e r v e  t h e  r ig h t  t o  v a r y  s p e c i f ic a t io n s  o r  d e le t e  m o d e ls  f r o m  t h e i r  r a n g e  w it h o u t  p r io r  n o t i f ic a t io n .  D im e n s io n s  a r e  n o m in a l  m e a s u r e m e n t s  o n ly .  T h e  in f o r m a t io n  l i s t e d  is  c o r r e c t  a t  t h e  t im e

o f  p u b l ic a t io n ,  h o w e v e r  A B I  a n d  t h e  m a n u f a c t u r e r /d is t r ib u t o r  t a k e s  n o  r e s p o n s ib i l i t y  f o r  p r in t in g  e r r o r s .  C o p y r ig h t  © A B I  I n t e r io r s  2 0 2 2  P t y  L t d

S P E C I F I C AT I O N S

MATE RIAL S o l i d  B r a ss

TE MP E RATU RE  RATING

M a x i m u m  c o n t i n u o u s wo r k i n g  t em p er a t u r e 7 5 ° C

I f t h e wa t er  t em p er a t u r e ex c eed s 7 5 ° C, a n  a p p r o v ed  t em p er i n g

v a l v e m u st  b e f i t t ed

P RE S S U RE  RATING

Rec o m m en d ed  m i n i m u m  wo r k i n g  p r essu r e 1 5 0 k P a

Rec o m m en d ed  m a x i m u m  wo r k i n g  p r essu r e 5 0 0 k P a

H o t  a n d  c o l d  wa t er  i n l et  p r essu r e sh o u l d  b e eq u a l

S U ITAB LE  H OT WATE R U NITS

S t o r a g e t a n k :  Yes

Co n t i n u o u s Fl o w:  Yes

G r a v i t y  Feed :  No t  su i t a b l e

S TANDARD S W E LS  5  S t a r ,  5 . 5 L/m i n ,  T3 2 3 5 2

PAC KAGING

B o x  1  o f 3  I n -Wa l l  Assem b l y  Ta p s -  S p i n d l es ( Ro u g h - I n )

B o x  2  o f 3  M i l a n i  Assem b l y  H a n d l e Ki t  ( Fi t - O ff)

B o x  3  o f 3  Wa l l  M o u n t ed  S p o u t  ( Fi t - O ff)

AS/NZS 37 1 8 : 20 0 5

W M- 0 228 52



D O  N OT  u s e  c r e a m
c l e a n e r s  o r  b l e a c h .
T h e s e  s u b s t a n c e s  a r e
a b r a s i v e .

R e g u l a r l y  c l e a n  w i t h
m i l d  l i q u i d  d e t e r g e n t
o r  s o a p  a n d  w a t e r.

D O  N OT  u s e  c l e a n i n g
p a d s  w i t h  a b r a s i v e
s u r f a c e s  a s  t h i s  m a y
s c r a t c h  t h e  m a t e r i a l .

New Build - Install breach in desired position (please refer to additional install information regarding breach set backs). 
Retrofitting Existing - Remove existing tapware & reseat body seats until shiny and smooth.

 

Remove locking nut from spindle. Screw spindle into breach and hand 
tighten until rear of spindle meets the body seat, be sure not to over tighten. 
If necessary apply more pressure lightly with spanner.

Fit the fibre washer over the spindle. Screw on the locking nut and tighten 
with spanner. TEST AND CHECK FOR LEAKS.1 2

Install the handle body onto the locking nut, twisting by hand until 
tightened. Slide back plate over handle body until firmly pressed against 
finished wall surface.

3 Install tap handle onto spindle and tighten in place using grub screw and 
allen key.  4

INSTALLATION GUIDE 
Note: This product must be installed by a licensed plumber. This is a general installation guide - there are many factors involved that 
can alter the installation method. AU/NZ: For installations within Australia and New Zealand, this product must be installed in 
compliance with AS/NZS 3500. UK: For installations in the United Kingdom this product must be  installed in compliance with the 
Water Supply (Water Fittings) Regulations and Water Supply (Water Fittings) (Scotland) Byelaws. Other: For installations outside 
these countries, this product must be installed in compliance with the standards in your respective country. 



S E T  B AC K  G U I D E
T h i s  p r o d u c t  m u s t  b e  i n s t a l l e d  b y  a  l i c e n s e d  p l u m b e r.

T h e  s e t  b a c k  o f  t h e  w a l l  b r e a c h  a n d  d i s t a n c e  o f  t h e  n o g g i n g  t o  t i l e  o r  f i n i s h e d  w a l l  s u r f a c e 
w i l l  d i c t a t e  t h e  n e c e s s a r y  e x t e n s i o n  p a r t s  t h a t  w i l l  b e  r e q u i r e d  f o r  i n s t a l l .

Tile/Finished Wall Surface

Minimum distance between nogging and finished wall surface is 45mm
(or 3mm from in-wall breech to finished wall surface). 

standard spindle

Nogging

Breech

Tile/Finished Wall Surface

Nogging

Breech

Maximum distance that can be achieved using a standard spindle between
finished wall surface and nogging is 55mm (or 13mm from in-wall breech to
finished wall surface).   

Tile/Finished Wall Surface

Nogging

Breech

standard spindle

Nogging

Breech

For installations when distance between nogging and finished wall surface is 62mm 
or more (20mm from in-wall breech to finished wall surface), an extended
spindle is required (available for additional purchase).
Note: ABI offers additional parts for non-standard installs. 
Contact our team at aftersales@abi-international.com.au for assistance. 

The maximum distance this assembly can achieve using an extended spindle
from nogging to finishedwall surface is 75mm, (or 33mm from in-wall breech
to finished wall surface).
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A S S E M B LY  S E T U P  G U I D E 
T h i s  p r o d u c t  m u s t  b e  i n s t a l l e d  b y  a  l i c e n s e d  p l u m b e r.
T h i s  i s  a  g e n e r a l  i n s t a l l a t i o n  g u i d e  -  t h e r e  a r e  m a ny  f a c t o r s  t h a t  a r e  i nv o l v e d  t h a t  c a n  a l t e r 
t h e  i n s t a l l a t i o n  m e t h o d .  T h i s  p r o d u c t  i n s t a l l  m u s t  c o m p l y  w i t h  A S / N ZS  3 5 0 0.

Example Three:
Shower Setup

Milani Assembly Tap Handles

200mm
centre to centre

In-line plumbing breech
available for purchase from ABI

Feed out to shower
supplied by plumber

Example One:
Off set basin mixer/bath spout setup

200mm centre to centre

Milani Assembly Tap Handles

Wall Mount Spout

In-line plumbing breech
available for purchase from ABI

Flexible poly pipe
supplied by plumber
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Example Two:
Centred basin mixer/bath spout setup

200mm centre to centre

Milani Assembly Tap HandlesWall Mount Spout

In-line plumbing breech
available for purchase from ABI

 

W H ATS  I N  T H E  B OX

1 .  S p i n d l e  x  2
2 .  S p i n d l e  L o c k i n g  N u t  x  2
3 .  B a c k  p l a t e  x  2
4 .  H a n d l e  B o d y  x  2
5 .  G r u b  S c r e w  x  2
6 .  G r u b  S c r e w  C o v e r  x  2
7.  A l l e n  Ke y  x  1



WA L L - M O U N T E D  S P O U T

D is c la im e r :  P r o d u c t s  in  t h is  m a n u a l  m u s t  b y  la w  b e  in s t a l le d  b y  l ic e n s e d  a n d  r e g is t e r e d  t r a d e s p e o p le  in  a c c o r d a n c e  w it h  t h e  r e le v a n t  s t a n d a r d s .  A B I  a n d  t h e  m a n u f a c t u r e r /d is t r ib u t o r
r e s e r v e  t h e  r ig h t  t o  v a r y  s p e c i f ic a t io n s  o r  d e le t e  m o d e ls  f r o m  t h e i r  r a n g e  w it h o u t  p r io r  n o t i f ic a t io n .  D im e n s io n s  a r e  n o m in a l  m e a s u r e m e n t s  o n ly .  T h e  in f o r m a t io n  l i s t e d  is  c o r r e c t  a t  t h e  t im e

o f  p u b l ic a t io n ,  h o w e v e r  A B I  a n d  t h e  m a n u f a c t u r e r /d is t r ib u t o r  t a k e s  n o  r e s p o n s ib i l i t y  f o r  p r in t in g  e r r o r s .  C o p y r ig h t  © A B I  I n t e r io r s  2 0 2 2  P t y  L t d

S P E C I F I C AT I O N S

RE C O MME ND E D  U S E Do m est i c

MATE RIAL S o l i d  B r a ss

TE MP E RATU RE  RATING

M a x i m u m  c o n t i n u o u s wo r k i n g  t em p er a t u r e 7 5 ° C

I f t h e wa t er  t em p er a t u r e ex c eed s 7 5 ° C, a n  a p p r o v ed  t em p er i n g

v a l v e m u st  b e f i t t ed

P RE S S U RE  RATING

Rec o m m en d ed  m i n i m u m  wo r k i n g  p r essu r e 1 5 0 k P a

Rec o m m en d ed  m a x i m u m  wo r k i n g  p r essu r e 5 0 0 k P a

H o t  a n d  c o l d  wa t er  i n l et  p r essu r e sh o u l d  b e eq u a l

S U ITAB LE  H OT WATE R U NITS

S t o r a g e t a n k :  Yes

Co n t i n u o u s Fl o w:  Yes

G r a v i t y  Feed :  No t  su i t a b l e

S TANDARD S W E LS  5  S t a r ,  5 . 5 L/m i n ,  T3 64 4 2

AS/NZS 37 1 8 : 20 0 5

W M- 0 228 52



Regularly clean with mild 
liquid detergent or soap 
and water

DO NOT use cream 
cleaners or bleach. 
These substances are
abrasive

DO NOT use cleaning 
pads with abrasive 
surfaces as this may 
scratch the material

INSTALLATION GUIDE 

1 Slide the back plate onto the spout, 
make sure that the rubber is firmly in place to 
protect the spout and stop the back plate from 
moving around.

2 Apply teflon thread tape to the breech point,
twist the spout on and hand tighten.

IN THE BOX

1 x Back Plate 1 x Spout

Note: This product must be installed by a licensed plumber. This is a general installation guide - there are many factors involved that 
can alter the installation method. AU/NZ: For installations within Australia and New Zealand, this product must be installed in 
compliance with AS/NZS 3500. UK: For installations in the United Kingdom this product must be  installed in compliance with the 
Water Supply (Water Fittings) Regulations and Water Supply (Water Fittings) (Scotland) Byelaws. Other: For installations outside 
these countries, this product must be installed in compliance with the standards in your respective country. 


