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SPECIF ICAT IONS

MATE RIAL S o l i d  B r a ss

TE MP E RATU RE  RATING

M a x i m u m  c o n t i n u o u s wo r k i n g  t em p er a t u r e 7 5 ° C

I f t h e wa t er  t em p er a t u r e ex c eed s 7 5 ° C, a n  a p p r o v ed  t em p er i n g

v a l v e m u st  b e f i t t ed

P RE S S U RE  RATING

Rec o m m en d ed  m i n i m u m  wo r k i n g  p r essu r e 0 . 2  B a r

Rec o m m en d ed  m a x i m u m  wo r k i n g  p r essu r e 5  B a r

H o t  a n d  c o l d  wa t er  i n l et  p r essu r e sh o u l d  b e eq u a l

S U ITAB LE  H OT WATE R U NITS

S t o r a g e t a n k :  Yes

Co n t i n u o u s Fl o w:  Yes

G r a v i t y  Feed :  S u i t a b l e

WATE R E FFIC IE NC Y Fl o w Ra t e 5 . 5 L/m i n

PAC KAGING

B o x  1  o f 3  I n -Wa l l  P r o g r essi v e M i x er  B o d y  ( Ro u g h - I n )

B o x  2  o f 3  M i l a n i  P r o g r essi v e H a n d l e Ki t  ( Fi t - O ff)

B o x  3  o f 3  Wa l l  M o u n t ed  S p o u t  ( Fi t - O ff)
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Regularly clean with mild 
liquid detergent or soap 
and water

DO NOT use cream 
cleaners or bleach. 
These substances are
abrasive

DO NOT use cleaning 
pads with abrasive 
surfaces as this may 
scratch the material

1 2 3

WHAT'S IN THE BOX
 
1. Body
2. Fixing screws
3. Cartridge
4. Locking nut

ROUGH IN
See Specification image for finish wall setback

Screw in-wall body into wall 
structure with provided screws.

Connect hot, cold and mixed lines.
TEST AND CHECK FOR LEAKS.

Sheeting and waterproof layer can
now be applied. 
*Ensure cutout in finish wall is  
47mm diameter.
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 47mm 

INSTALLATION GUIDE 
Note: This product must be installed by a licensed plumber. This is a general installation guide - there are many factors involved that 
can alter the installation method. AU/NZ: For installations within Australia and New Zealand, this product must be installed in 
compliance with AS/NZS 3500. UK: For installations in the United Kingdom this product must be  installed in compliance with the 
Water Supply (Water Fittings) Regulations and Water Supply (Water Fittings) (Scotland) Byelaws. Other: For installations outside 
these countries, this product must be installed in compliance with the standards in your respective country. 
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Regularly clean with mild 
liquid detergent or soap 
and water

DO NOT use cream 
cleaners or bleach. 
These substances are
abrasive

DO NOT use cleaning 
pads with abrasive 
surfaces as this may 
scratch the material

INSTALLATION GUIDE 

1 2Choose sleeve based on how far your 
In-wall protrudes from finish wall and 
slide on.

Finished wall

30

15
Long Sleeve

Short Sleeve

B

Slide back plate on.
Screw dome on. 3 Tighten grub screw with 

allen key.
Replace grub screw cap.

WHAT'S IN THE BOX
 
1. Back plate
2. Long sleeve
3. Dome
4. Handle
5. Grub screw cap
6.Grub screw
7. Short sleeve
8. Allen key
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NOTE: See Progressive Mixer Body installation guide for In-Wall set out.
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MIXER OPERATION
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Note: This product must be installed by a licensed plumber. This is a general installation guide - there are many factors involved that 
can alter the installation method. AU/NZ: For installations within Australia and New Zealand, this product must be installed in 
compliance with AS/NZS 3500. UK: For installations in the United Kingdom this product must be  installed in compliance with the 
Water Supply (Water Fittings) Regulations and Water Supply (Water Fittings) (Scotland) Byelaws. Other: For installations outside 
hese countries, this product must be installed in compliance with the standards in your respective country. 
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Regularly clean with mild 
liquid detergent or soap 
and water

DO NOT use cream 
cleaners or bleach. 
These substances are
abrasive

DO NOT use cleaning 
pads with abrasive 
surfaces as this may 
scratch the material

INSTALLATION GUIDE 

1 Slide the back plate onto the spout, 
make sure that the rubber is firmly in place to 
protect the spout and stop the back plate from 
moving around.

2 Apply teflon thread tape to the breech point,
twist the spout on and hand tighten.

IN THE BOX

1 x Back Plate 1 x Spout

Note: This product must be installed by a licensed plumber. This is a general installation guide - there are many factors involved that 
can alter the installation method. AU/NZ: For installations within Australia and New Zealand, this product must be installed in 
compliance with AS/NZS 3500. UK: For installations in the United Kingdom this product must be  installed in compliance with the 
Water Supply (Water Fittings) Regulations and Water Supply (Water Fittings) (Scotland) Byelaws. Other: For installations outside 
these countries, this product must be installed in compliance with the standards in your respective country. 



3 C u t  1 / 2  i n c h  m a l e  a d a p t o r  t o  s u i t  w a l l  t h i c k n e s s  a n d  p r o d u c t .

A p p l y  t e fl o n  t a p e  t o  1 / 2  i n c h  m a l e  a d a p t o r.  
 2 F i t  1 / 2  i n c h  m a l e  a d a p t o r  t o  f e m a l e  B P  a n d  t i g h t e n  

w i t h  a  1 2  m m  m e t r i c  A l l a n  ke y.   1

Note: This product must be installed by a licensed tradesperson.
This is a general installation guide - there are many factors that are
involved that can alter the installation method.

1 / 2  I N C H  M A L E  A D A P T O R  I N STA L L AT I O N  G U I D E



TMV Placement - Directly after hot water unit

A TMV [Thermostatic Mixing Valve] is required in homes that do not have a TMV fitted,
If the hot water coming out your tap is more than 50°C you will need to adjust your TMV.

1.    We recommend placing your TMV directly after your hot water/ boiler unit. Consult
with a licensed plumber to discuss the best position for your needs.
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TMV Placement - Alternative Options

1.    Directly after your hot water unit

2.   Inside a service panel

3.   Inside a service panel behind removable mirror

4.   Inside the bathroom vanity unit

T E M P E R E D  WAT E R C O L D  WAT E R S C O L D I N G  WAT E R

Hot Water /
Boiler Unit

ROOF/ CEILING AREA
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