
Z U R I  R E C TA N G L E  U N D E R C O U N T E R  B A S I N
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SPECIF ICAT IONS

RE C O MME ND E D  U S E Do m est i c

MATE RIAL S o l i d  S u r fa c e

INS TALLATIO N U n d er  M o u n t

O VE RFLO W Yes -  B u i l t - i n  ( n o  o v er f l o w c o n n ec t o r s r eq u i r ed )

C APAC ITY 9. 4 L

RIM TH IC KNE S S 1 2 m m



D O  N OT  u s e  c r e a m
c l e a n e r s  o r  b l e a c h .
T h e s e  s u b s t a n c e s  a r e
a b r a s i v e .

R e g u l a r l y  c l e a n  w i t h
m i l d  l i q u i d  d e t e r g e n t
o r  s o a p  a n d  w a t e r.

D O  N OT  u s e  c l e a n i n g
p a d s  w i t h  a b r a s i v e
s u r f a c e s  a s  t h i s  m a y
s c r a t c h  t h e  m a t e r i a l .

I N STA L L AT I O N  G U I D E 
Note: This product must be installed by a licensed tradesperson.
This is a general installation guide - there are many factors that are 
involved that can alter the installation method.

Mark out desired location of sink using the cut out 
template dimensions provided.

Cut out sink hole using preffered method.

1 Clean around the edge of benchtop sink hole & perimeter 
of sink rim.

Position the sink in the cabinet below the benchtop hole. 
Apply adhesive to the perimeter of sink rim & lift into position.
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Lay a peice of timber across the benchtop hole & position 
in line with sink hole below.

Place clamp through the sink hole & tighten the clamp 
to hold the sink in place. Wipe away any excess adhesive
around benchtop opening.

Note: Use rags to protect surfaces when either the clamp
 or timber is making contact with the benchtop or sink.  
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benchtop
mounting
bracket

sink

Depending on material of benchtop mount brackets
using either 1. adhesive, or 2. provided screws.

1. Apply adhesive to the mounting bracket & fix it to the 
underside of the benchtop & sink rim. Repeat brackets at 
regular intervals. Wipe away any excess adhesive.

2. Screw mounting brackets into benchtop at regular 
intervals. Mark and predrill holes if required.

 

 

I N STA L L AT I O N  G U I D E  -  U N D E R M O U N T  S I N K
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1. 2.

This product must be installed by a licensed tradesperson.
This is a general installation guide - there are many factors that are involved that can alter the installation method. This product 
install must comply with the standards in your respective country and must be adhered to by your licensed tradesperson.


